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APPLICATIONS

FEATURES & BENEFITS 

METAL HALIDE LAMPS

●  High Pressure Sodium retrofit — 
 No need to change ballast and ignitor

● High Color Temperature — 5200K

●  Excellent Color Rendering –– 85 CRI

●  High Color Stability

●  Long Life –– Up to 20,000 hours average life 

METAL HALIDE LAMPS
FOR HPS RETROFIT

USHIO Ultra-Arc™ Metal Halide lamps feature the best combination 
of color balance and color rendering quality available for a direct 
retrofit into High Pressure Sodium fixtures.

The Ultra-Arc™ lamps are used in High Pressure Sodium fixtures where 
the high color rendering, and white light of metal halide is desired. Ideal 
for areas where security is a concern —higher color rendering lamps 
allow for surveillance/security cameras and eyewitnesses to visually  
interpret in true colors.
 
 Available in— T15, E39 Mogul base 
  250W and 400W with a color temperature of 5200K

ULTRA-ARC™ SERIES

●  Security

● Parking Structures and Lots

●  Downlighting

●  Commercial and Industrial

● Walkways

● Bus Stops

● Pedestrian Areas

UltraArc™ Metal  Hal ide lamps are  
manufactured under ISO 9001 guidelines 
ensuring quality and security for the  
purchaser

 

 LU250 ED18   ➔  UHI-S250DD, T15
 LU400 ED18  ➔  UHI-S400DD, T15
 22 CRI ➔  85 CRI
 2100K ➔  5200K
 Ballast  Ballast
 S50- 250W;  S51- 400W ➔ S50- 250W;  S51- 400W

HIGH PRESSURE SODIUM METAL HALIDE



Form No. S-UHI/Ultra-0604
The specifications on this sheet supercede all previously published specifications and  
may be subject to change for design and specification improvement without prior notice.

Case Quantity: 12/case

Recommended Ignition Voltage:   2kV

ANSI Fixture Requirement:
/E = Enclosed fixture required

USHIO America, Inc.   ●   www.ushio.com

Burn Cycle: 
11 hours ON and 1 hour OFF
(Recommended shut down 15 minutes per week)

CHARACTERISTICS & SPECIFICATIONS

Color coordinates:  x= .340  y= .350CRI:  85

250W 400W

  USHIO USHIO Lamp Luminous Color  Arc ANSI    
 Watts Ordering Lamp Code Current Flux Temp CRI Gap Ballast Horizontal Vertical  
 (W) Code  (A) (lm) (K)  mm  Burn Pos Burn Pos

*use with ignitor
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SPECTRAL DISTRIBUTION
5200K
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Distributed by:
Hg  - LAMP CONTAINS MERCURY
Manage in Accord with Disposal Laws
See: www.lamprecycle.org or 1-800-895-8842

ULTRA-ARC™
Mogul E39 Base

   E39 Base – T15
 250 5001175 UHI-S250DD 3.0 20000 5200 85 24 S50/E* 10000 15000  
 400 5000798 UHI-S400DD 4.6 33000 5200 85 27 S51/E* 15000 20000

Average Life (h)


