(o, [\ B8 S\ Te] 3 855113 Lo DREERENCENRANSENSERSERS CHALI._ENGER SERIES

(APPLICATION )

* Performance optimized for Low frequency
in fixed or touring sound systems.

(C18-600LF °

AW Nominal OD. 1 18” (460mm)
CMATERIALS OF CONSTRUCTION) Nominal Impedance - 8 Ohms
. . . Power Raiing : 600 W(rms)
Fiber glas§ (poly./mlde) High Temp. Ave Sansitvity W @ 1 m : 98 dB
400°C voice coil former g )
* High Temp. 300°C aluminum rectangular  CPerating Bandwicith + 30 Hz - 800 Hz
'gn 1emp. aluminum rectanguia Magret Size : 220 mm (8.66 in)
e Magret Weight - 3.56 Kgs, 125.68 0z
Ferrite magnet ) "
* Die cast alumi basket Magrat Gap Dept :0.59", 15 mm
. PIG sluminum baske Voice Coil Diameter :47,99.3 mm
. 82:;.:'- ane it dust Transducer Mass :12.44 Kg
. 'r W;“:ﬁ't'ot” rpir-)ertt ”: b‘l’ar'? s rolled Net Weight : 12.88 Kg 28.33 Lb
earresisiant tetoron-cotton biend rofle Gross Weight : 15.13Kg 33.28Lb

cloth edge

Packing Di ion WxLxH :510 X 510 X 27
* Catton palyester blend spider acking Dimension WxLxH(mm): 510 X 510 0]

20in X 20in X 10.6in
2.48Cu.Ft

(THIELE-SMALL PARAMETERS )

\ W Resonance Frequency (fs) : 38 Hz
(MOUNTING. INFORMATION ) DC.Resistance (Re) :54Q
Coil Inductance (Le) :1.63 mH
Mechanical Q (Qms) :7.11
Electromagnetic Q (Qes) :0.29
Total Q (Qts) :0.28
Compliance Equivalent Volume (Vas) : 201 Liters
Mechanical Compliance of suspension (Cms) :91.00 uM/N
BL.Praduct (BL) :28.87 Tm
Diaphragrm mass Inc.Airload (Mms) :192.11 gm
Surface Araa of Cane (Sd) :0.1225 Sgm
Efficiency Bandwidth Product (EBP) :131.03
Voica Coil Owar Hang (X-max) : 5.0 mm
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