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Brand?¥ FERGUSON SABA  TELEFUNKEN THOMSON

REPLACEMENT DST - REMPLACEMENT THT CHASSIS : ICC17
ERSETZEN DES DST - SOSTITUZIONE DST KIT : 35175740
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A) 33" TUBE MP 4/3 (Chassis Step 1/ Step 2)

Contents of the kit & J\/ABA/ 1 szi C‘: T7

- 1 Line Output Transformer 10642060.

- 100K 5% 0.10W Resistor. g /.= RETE

- Coil 23pH. }(201(‘57 ’(rxa

Kit Installation . — m P0G O

- Carefully remove the faulty line output transformer. M gé’zz & (,0@ O«l’bh )
- Fil the repiacement line output transformer 10642060. e

- Remove the resistor in position RL48 and fit the 100KQ resistor supplied.
- Remove the coil in position LBO2 and fit the 23uH coil supplied.

B) 33" TUBE MP 4/3 - 29" TUBE VHP 4/3 (Chassis Step 3)

Contents of the kit
- 1 Line Output Transformer 10642060.
- Coil 23uH.
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Kit Installation [ U0 J64Y = HR 20/
- Carefully remove the fauity line output transformer. — i j
- Fit the replacement line cutput transformer 10642080, ] 0 5 / éa m - H '2 .57
- Remove the coil in position LB02 and fit the 23uH coil supplied.
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