GSM repetitor za mobilne telefone

GOR -70

KERMAN: GSM Cell-phone repeater

GSM repetitor se upotrebljava u mjestima, gdje je prijem GSM signala vrlo slab: podrumi, zgrada sa puno betona i
Zeljeza,itd. Radi veli€ine i oblika uredaja sistem je vrlo primjenjiv za indvidualne kuée, kancelarije, restorane, hotele,
vikendice, trgovacke kuce itd. Sistem pojacava GSM signal (900MHz) i bezzi¢no ga odasilje po prostoru.

GSM repeater GOR-70 is applied on the places, where the GSM signal is low: in the basements, ground floor, in the buildings with
a lot of steel and concrete. Because the device is small, it is appropriate for private houses, offices, restaurants, hotels,
shopping malls, etc. Booster amplifies the GSM signal ( 900 MHz ) and distributes it around the place wireless.

" Pokrivanje unutarnjeg prostora do 600m2 g/ 600 m2 indoor coverage.
&/ Oba ulaza su priredena za potpuno dvosmjerno i/~ Adopt two ports full-duplex design.

pojacanje signala (full duplex) = Good reliability, meet the standard od GB6993-86.
% Visoka osjetljivost prema standardu GB6993-86 The compatibility of battery meets the standard

Kompatibilnost baterije po standardu ETS300 609-4. of ETS300 609-4.
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OR.5 . L 5 metara standarnog kabla
Vanjska yagi antena za povezivanje nutarnje
: visoke dobiti 9dB sal0 antene i pojacala
metara standardnog kabla 5-meter standard cable
Pojacalo Outdoor antenna (including 10-meter standard cable) (for connecting booster and
Booster (high gain yagi antenna 9dB) indoor omnidirectional antenna)
L Oddajni pas/ Up Link (UL): 890 - 915 MHz F R
Frekvencijski pojas || g/ o-ormni pas / Down Link (DL) : 935 - 960 MHz requency Bange
Izlazna snaga UL: 17dBm DL: 17 dBm (3 rd > 40 dB) Output Power
Pojacanje UL: 60 dB DL: 70 dB Gain
: : Valovitost pojaano .
Nutarnja neusmjerena Al p(?drju(:ja 9 3dB Pass Band Ripple
antene (2,5dB) —
Indoor Kasnjenje signala 1.5 ns Group Delay
omnidirectional Bocno odbijanje izvan _ . .
antenna (2.5dB) frekvencijskog pojasa <=-40 dBm Spurious Emission Out of Band
Impendancija 50 Ohm Impedance
Napajanje izmeni¢na AC 230V, 50 Hz Power Supply
Pokrivanje 600 m2 Covering
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