<<< System Summary >>>

> Mainboard : Gigabyte 945GZM-S2

  > Chipset : Intel i945G/GZ

> Processor : Intel Pentium D @ 3066 MHz

> Physical Memory : 1024 MB \1 x 1024 DDR2-SDRAM \

> Video Card : Intel\R\ 82945G Express Chipset Family

> Hard Disk : WDC \160 GB\

> DVD-Rom Drive : Optiarc DVD RW AD-5170A

> DVD-Rom Drive : HG1640N TGA541E SCSI CdRom Device

> Monitor Type : ASUS VW193D - 19 inches

> Network Card :  RTL8169/8110 Gigabit Ethernet Adapter

<<< Mainboard >>>

> Manufacturer : Gigabyte Technology Co., Ltd.

General Information

Product : 945GZM-S2

Version : Unspecified

Serial Number : Unspecified

Unique ID : 00000000-00000000-0000001D-7D302B6D

SKU : Unspecified

Family : Unspecified

Start mode : Power Switch

Chassis Information

Intrusion detected : No

> Mainboard : Gigabyte 945GZM-S2

General Information

Manufacturer : Gigabyte Technology Co., Ltd. \Gigabyte\

Product : 945GZM-S2

Version : Unspecified

Serial Number : Unspecified

Support MP : Yes, 1 CPU\s\

Version MPS : 1.4

Chassis Information

Manufacturer : Gigabyte Technology Co., Ltd.

Type : Desktop

Version : Unspecified

Serial Number : Unspecified

Asset : Unspecified

OEM Support SLIC

SLIC : No

...........

On-Board Device Information

Embedded Controller : Yes

Slots Information

Slot PCI : Available \32-bit\ 5.0v, 3.3v

Slot PCI : In Use \32-bit\ 5.0v, 3.3v

Slot PCI : Available \32-bit\ 5.0v, 3.3v

Slot PCI : In Use \32-bit\ 5.0v, 3.3v

External Connectors

Serial 16450 Compatible : DB-9 male

Serial 16450 Compatible : DB-9 male

Parallel ECP/EPP : DB25 female

Keyboard : PS/2

Mouse : PS/2

USB : Access Bus \USB\

USB : Access Bus \USB\

Internal Connectors

PRIMARY IDE : On Board IDE

SECONDARY IDE : On Board IDE

FDD : On Board Floppy

COM1 : 9 Pin Dual Inline \pin 10 cut\

COM2 : 9 Pin Dual Inline \pin 10 cut\

LPT1 : DB25 female

Keyboard

PS/2 Mouse : PS/2

USB

USB

EEPROM Information

Type : EEPROM Specific

Address : 0x57

> Bios : Award Software International, Inc.

General Information

Manufacturer : Award Software International, Inc.

Version : F2

Date : 05/25/2007  \mm/dd/yyyy\

Address : 512 KB

Copyright : Copyright \C\ 1984-2007, Award Software, Inc.

Motherboard ID : 05/25/2007-I945-6A89HG00C-00

OEM Signature : Intel I945 BIOS for 945GZM-S2 F2

DMI Version : 2.4

Characteristics

Flashable : Yes

Socketed : No

Functionality

APM : Yes

ACPI : Yes

ESCD : No

PnP : Yes

PCI : Yes

ISA : No

AGP : No

..............................

PCMCIA : No

Smart Battery : No

Boot Information

Selectable Boot : Yes

CD-ROM Boot : Yes

PC Card \PCMCIA\ Boot : No

I20 Boot : No

LS-120 Boot : Yes

1394 Boot : No

ATAPI ZIP Boot : Yes

Network Boot : No

> Chipset : Intel i945G/GZ

General Information

NorthBridge : Intel i945G/GZ

SouthBridge : 82801GB/GR \ICH7 Family\ LPC Interface Controller

NorthBridge Information

Architecture : Direct Media Interface \DMI\

Manufacturer : Intel \GigaByte Technology\

Codename : Lakeport

Revision : A2

Bus Speed : 134 MHz

FSB Frequency : 535.9 MHz \QDR\

FSB max. Support : 800 MHz

RAM max. Support : DDR2 \667 MHz\

Memory Information

Type : DDR2-SDRAM PC2-4300

Frequency : 268 MHz

DRAM/FSB Ratio : 2/1

Supported Channels : Dual  \128-bit\

Activated Channels : Single

ECC Diagnostic : No

CAS Latency \tCL\ : 4 clocks

RAS to CAS \tRCD\ : 4 clocks

RAS Precharge \tRP\ : 4 clocks

Cycle Time \tRAS\ : 12 clocks

Bank Cycle Time \tRC\ : 16 clocks

Shared Memory \video\ : Yes

PCI-Express Information

Number of ports : 1  -  \x16\

Video Information

Integrated Controller : Yes

Enabled : Yes

Frame Buffer : 8192 KB

Functionality

SATA AHCI Enabled : No

RAID 0/1/10 Enabled : No

RAID 5 Enabled : No

PCI Express x1 Enabled : No

Intel AMT  : Yes

Intel QST  : No

Intel IPT : No

SPI Interface : Yes

..................................

I/O Access : No

Memory Access : Yes

Bus Master Capable : Yes

Special Cycle Recognition : No

Memory Write & Invalidate : No

VGA Palette Snoop : No

Parity Error Response : No

Cycle Wait : No

System Error Line : No

Fast Back-to-Back : No

Detects Parity Errors : No

User Defined Format : No

PCI 66Mhz Bus Support : No

New Capability List : Yes

PCI Support : Vendor-Dependant

> Physical Memory : 1024 MB DDR2-SDRAM

General Information

A0 \RAS 1\ : 1024 \Single Bank\

A1 : Empty

Information SPD EEPROM \A0\

Manufacturer : Samsung

Part Number : M3 78T2863DZS-CE6

Serial Number : 851CA25B

Type : DDR2-SDRAM PC2-5300 \333 MHz\  -  [DDR2-666]

Format : Regular UDIMM \133,35 x 3\

Size : 1024 MB \1 ranks, 8 banks\

Module Buffered : No

Module Registered : No

Module SLi Ready \EPP\ : No

Width : 64-bit

Error Correction Capability \ECC\ : No

Max. Burst Length : 8

Refresh : Reduced \.5x\7.8 µs, Self Refresh

Voltage : SSTL 1.8v

Prefetch Buffer : 4-bit

Manufacture : Week 45 of 2007

Supported Frequencies : 200 MHz, 266 MHz, 333 MHz

CAS Latency \tCL\ : 3 clocks @200 MHz, 4 clocks @266 MHz, 5 clocks @333 MHz

RAS to CAS \tRCD\ : 3 clocks @200 MHz, 4 clocks @266 MHz, 5 clocks @333 MHz

RAS Precharge \tRP\ : 3 clocks @200 MHz, 4 clocks @266 MHz, 5 clocks @333 MHz

Cycle Time \tRAS\ : 9 clocks @200 MHz, 12 clocks @266 MHz, 15 clocks @333 MHz

Min TRC : 12 clocks @200 MHz, 16 clocks @266 MHz, 20 clocks @333 MHz

Memory Controller Information

Memory Controller : System Memory

Location : Mainboard

Error Correction Capability : No

Number of connectors : 2

Max. Module Size : 2048  KB



// Ukupna veličina memorije ili Max veličina jednom mem. Modula ???

> LPC bus : Yes

Bus Information

Type : ISA  -  LPC

Device : 82801GB/GR \ICH7 Family\ LPC Interface Controller

Revision : 01

Number of ISA Connectors : 0

........................

Frequency : 8 MHz

Multiplier : 1/4x

DMA Speed : 4 MHz

Multiplier : 1/2x

Device Capabilities \PCI\

I/O Access : Yes

Memory Access : Yes

Bus Master Capable : Yes

Special Cycle Recognition : No

Memory Write & Invalidate : No

VGA Palette Snoop : No

Parity Error Response : No

Cycle Wait : No

System Error Line : Yes

Fast Back-to-Back : No

Detects Parity Errors : No

User Defined Format : No

PCI 66Mhz Bus Support : No

New Capability List : Yes

PCI Support : Vendor-Dependant

> PCI Bus : No

> Bus PCI-Express : Yes

PCI-Express Information

Number of connectors : 1

PCI-Express Base : 0xF0000000

Bus PCI-Express

Device : 82945G/GZ/P/PL Chipset PCIe Port 1

Version : 1.0

Port : 2

Physical Slot : #0

Slot Populated : No

Link Width : max. x16

Link Speed : 2.5 GB/s

> USB Bus : Yes

Device Information

Device : 82801G \ICH7 Family\ USB UHCI Controller #1

Version : 1.0

Interface : UHCI

Frequency : 48 MHz

Device Information

Device : 82801G \ICH7 Family\ USB UHCI Controller #2

Version : 1.0

Interface : UHCI

Frequency : 48 MHz

Device Information

Device : 82801G \ICH7 Family\ USB UHCI Controller #3

Version : 1.0

Interface : UHCI

Frequency : 48 MHz

Device Information

Device : 82801G \ICH7 Family\ USB UHCI Controller #4

Version : 1.0

Interface : UHCI

.......................

Frequency : 48 MHz

Device Information

Device : 82801G \ICH7 Family\ USB EHCI Controller

Version : 2.0

Interface : EHCI

> SMBus/i2c Bus : Yes

General Information

Device : 82801G \ICH7 Family\ SMBus Controller

Revision : 1

Frequency : 16 KHz

Address : 0x500

SBI Protocol Enabled : No

Device Capabilities \PCI\

I/O Access : Yes

Memory Access : No

Bus Master Capable : No

Special Cycle Recognition : No

Memory Write & Invalidate : No

VGA Palette Snoop : No

Parity Error Response : No

Cycle Wait : No

System Error Line : No

Fast Back-to-Back : No

Detects Parity Errors : No

User Defined Format : No

PCI 66Mhz Bus Support : No

New Capability List : No

> Bus HyperTransport : No

> Bus QPI : No

> Bus CardBus : No

> Bus FireWire : No

<<< Processor >>>

> Processor : Intel Pentium D

General Information

Type : Intel Pentium D

Internal Specification : Intel\R\ Celeron\R\ D CPU 3.06GHz

Codename : Presler

Revision : D0

Technology : 0.065µ

CPU ID : F.6.5

CPU IDEx : F.6.5

Microcode : MU0F6509

Instructions

IA-64 Technology : No

Intel64 \EM64T\ : Yes

AVX : No

FPU128 : No

SSE5 : No

SSE4a : No

SSE4.2 : No

SSE4.1 : No

S-SSE3 : No

SSE3 : Yes

SSE2 : Yes

 ....................................

--------------------------------------

<<< Drives >>>

> Number of Disk Controller : 1



// Broj trenutno aktivnih disk kontrolora ili SAMO JEDAN NA RASPOLAGANJU ???

General Information

Disk Controller : Intel 82801GB/GR/GH \ICH7 Family\ SATA I/O Controller cc=EIDE

Drive Controller Features

Mode : IDE

AHCI : No

> Number of Hard Disk : 1

General Information

SMART : Version 1.1

Informations Hard Disk WDC WD1600AABS-00PRA0

IDE Channel : #1  -  Master Drive

Model : WDC WD1600AABS-00PRA0

Serial Number : WD-WCAP92788554

Revision \Firmware\ : 05.06H05

Family : Western Digital Caviar Blue Serial ATA family

Serial ATA : Yes

Serial ATA version : 2.0  -  \SATA-300\



// SATA-2 ???

Support : ATA/ATAPI-7

Size : 160 GB

Cache : 2 048 KB

ECC Size : 50

Multiple Sector : 16

IORDY : Yes

LBA Mode : Yes

DMA Mode : Yes

NCQ Mode : Yes

SCT Mode : Yes

DCO Mode : Yes

NV Cache : No

TRIM Mode : No

TCQ Mode : No

CFA Mode : No

CFA Power Mode : No

NV Cache Power Mode : No

Volatile Write Cache : Yes   -   Enabled

SETMAX : Yes   -   Disabled

Multiword DMA Mode : 2

PIO Mode : PIO 4

UDMA Mode max. : 6 \ATA-133\

UDMA Mode Enabled : 5 \ATA-100\

Transport : Parallel ATA8-AST

SMART : Yes   -   Enabled

.......................................

SMART Information Disk WDC WD1600AABS-00PRA0

   // Šta sve ovo znači ??? Ima li greški na disku ? WD program ne registruje ništa od grešaka. 

Health : 99% \estimated\

Performance : 100% \estimated\

Reallocated Sectors : 0

Pending Sectors : 1

Uncorrectable Sectors : 0

Total Boot : 952 x

PowerOn Count : 3025 hours

Failure Prediction Supported : No

Raw Read Error Rate \01\ : 00000
\Threshold : 051   -   Worst : 200   -   Max : 200\

Spin Up Time \03\ : 00B64
\Threshold : 021   -   Worst : 160   -   Max : 161\

Start/Stop Count \04\ : 003BA
\Threshold : 000   -   Worst : 100   -   Max : 100\

Reallocated Sector Count \05\ : 00000
\Threshold : 140   -   Worst : 200   -   Max : 200\

Seek Error Rate \07\ : 00000
\Threshold : 051   -   Worst : 200   -   Max : 200\

Power On Hours Count \09\ : 00BD1
\Threshold : 000   -   Worst : 096   -   Max : 096\

Spin Retry Count \0A\ : 00000
\Threshold : 051   -   Worst : 100   -   Max : 100\

Calibration Retry Count \0B\ : 00000
\Threshold : 051   -   Worst : 100   -   Max : 100\

Power Cycle Count \0C\ : 003B8
\Threshold : 000   -   Worst : 100   -   Max : 100\

Power-Off Retract Count \C0\ : 00038
\Threshold : 000   -   Worst : 200   -   Max : 200\

Load/Unload Cycle Count \C1\ : 003C2
\Threshold : 000   -   Worst : 200   -   Max : 200\

Temperature \C2\ : 00028
\Threshold : 000   -   Worst : 098   -   Max : 103\

Reallocation Event Count \C4\ : 00000
\Threshold : 000   -   Worst : 200   -   Max : 200\

Current Pending Sector Count \C5\ : 00001
\Threshold : 000   -   Worst : 200   -   Max : 200\

Off-Line Uncorrectable Sector Count \C6\ : 00000
\Threshold : 000   -   Worst : 200   -   Max : 200\

Ultra ATA CRC Error Rate \C7\ : 00000
\Threshold : 000   -   Worst : 200   -   Max : 200\

Write Error Rate \C8\ : 00000
\Threshold : 051   -   Worst : 200   -   Max : 200\

Partitions

Hard Disk #1 : Partition #1 \48 GB\

Hard Disk #1 : Partition #2 \77 GB\

Hard Disk #1 : Partition #3 \20 GB\

Monitoring Information

WDC WD1600AABS-00PRA0 \Assembly\ : 40 °C

> Number of CD-ROM Drive : 1

------------------------
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Model : Lucent Win Modem

Manufacturer : Lucent

Connected : COM3

RAS Connection : No

Call configuration

Wait for dialling tone before calling : Yes

Cancel if the call does not succeed : Yes  \ in 60 s.\

> Modem : Modem Interface

General Information

Model : Modem Interface

Manufacturer : Modem Interface

Connected : COM8

RAS Connection : No

Port Properties

Packet version : 2

Packet Size : 64 bytes

Current/Max Receive Buffer : 81920/81920 bytes

Current/Max Transmit Buffer : 0/0 bytes

Speed : Programmable

Type : RS232

Features

DTRDSR : Yes

RTSCTS : Yes

RLSD : Yes

PARITY_CHECK : Yes

XONXOFF : No

SETXCHAR : No

TOTALTIMEOUTS : Yes

INTTIMEOUTS : Yes

SPECIALCHARS : No

16BITMODE : No

TimeOut Features

ReadIntervalTimeout : 20 ms

ReadTotalTimeoutMultiplier : 0 ms

ReadTotalTimeoutConstant : 0 ms

WriteTotalTimeoutMultiplier : 10 ms

WriteTotalTimeoutConstant : 2000 ms

Default Port Configuration

Speed : 115200 bps

Data Bits : 8

Stop Bit\s\ : 1

Parity : None

Binary Transmission : Unspecified

CTS output flow control : No

DSR output flow control : No

DTR flow control : Enabled

RTS flow control : Enabled

DSR sensitivity : No

XOFF continue transmission : No

XON/XOFF output flow control : No

XON/XOFF input flow control : No

Error Replacement : No

Null Stripping : No

Abort on Errors : No
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Call configuration

Wait for dialling tone before calling : Yes

Cancel if the call does not succeed : Yes  \ in 0 s.\

--------------------------------

<<< Voltage, Temperature and Fans >>>

> Hardware Monitoring : ITE IT8718F

General Information

ISA Address : 0x290

Support : 945GZM-S2

Sensor Information

Sensor : ITE IT8718F

Mode : ISA \SuperIO LPC\

PECI Mode : No
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Chassis Information

Sensor Intrusion detected : Unspecified

ICH Intrusion detected : Yes

> Hard Disk Monitoring : S.M.A.R.T

> Hard Disk WDC WD1600AABS-00PRA0 \Assembly\ : 40 °C

__________________________________

