
N-9-1 08 coclea power 3 3

TIPE PELLET 09 coclea power 4 4
01 LOAD PELLET -5 10 coclea power 5 49

N-9-2 11 delay alarms 30''

TIPE CHINNEY 12 duration cleaning 120

01 EXHAUST CHINNEY 6 13 treshol minimum 40 C

N-9-3 14 treshol maximum 220 C

BANK DATA 15 treshol blower 90 C

N-9-4 16 exhaust en-start 2200

SETTINGS GENERAL 17 exhaust engi-avv 2010
01 HALT RESTART 05' 18 exhaust engine 1 1800
02 ASP-MIN SPENTO 10' 19 exhaust engine 2 2000
03 PRELOAD LIGHTS 10 20 exhaust engine 3 2200
04 WAITING FIRE 40'' 21 exhaust engine 4 2400
05 EXH SPEE PRELOAD 2200 22 exhaust engine 5 2650

06 DIFFEREN OFF AUTO 02,00 C 23 speed blower 1 120 V
07 DEL OFF AUTO 02' 24 speed blower 2 135 V
08 CHANGE OUTPUT 20'' 25 speed blower 3 150 V
09 ENABLE REMOTE OFF 26 speed blower 4 175 V
10 FROZEN KEYBOARD OFF 27 speed blower 5 220 V

11 BLACK OUT 30'' 28 threshol OFF 75 C

N-9-5 29 exh-speed cleaning 2800

TEST OUTPUTS 30 auger cleaning 0,5
01 TEST IGNITER OFF 31 encoder on
02 TEST AUGER 00'' 32 time breaking 0,0''

03 TEST EX HAUST OFF 33 threshol pump 50 C
04 TEST PUMP OFF 34 exclud. Pressure on
05 TEST BLOWER 2 OFF 35 threshol pression 2,5b

N-9-6 N-9-7
SETINGS FACTORY RESET PAR-TIME

01 minutes timeout 25 N-9-8
02 minuti start 05' RESET ALARM
03 cadence cleaning 10' N-9-9



04 auger lights 0,6'' MEMORY COUNTRERS
05 coclea start 0,4'' TOTAL HOURS 00146 20.11.12
06 coclea power 1 1,3 PARTIAL HOURS 00146 11.15
07 coclea power 2 2,3 START NUMBER 00032


