
Olivetti PR2 Printer Driver Installation
for Windows NT 4.0
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INTRODUCTION

This document describes the installation of PR2 Printer Driver Printing under Win NT 4.0.


Model Supported

The Driver supports the Olivetti PR2 with , 1/216 Linespacing.

The Olivetti PR2 printer driver support the following built-in printer fonts at various characters per inch.


Draft (5 cpi)


corresponds to 5 characters per inch.


Draft (10 cpi)


corresponds to 10 characters per inch.


Draft (12 cpi)


corresponds to 12 characters per inch.


Draft (15 cpi)


corresponds to 15 characters per inch.


Draft (16.6 cpi)


corresponds to 16.6 characters per inch.


Draft (17.1 cpi)


corresponds to 17.1 characters per inch.


Proportional


corresponds to proportional in the PR2.


OCR-A



correspond to OCR – A font


OCR-B



correspond to OCR – B font

In addition, each character per inch can operate at double height or double width or both.


Draft (10 cpi)


10 point,
corresponds to 10 characters per inch.


Draft (10 cpi) Width

10 point,
double width Draft 10 cpi


Draft (10 cpi) High

20 point, double height Draft 10 cpi


Draft (10 cpi) Width&High
20 point, double width and double height Draft 10 cpi

Obviously, the complete list of fonts would be quite extensive.

The easiest way to determine what printer fonts are supported by the printer model is to install the printer and use Microsoft’s WORDPAD.EXE accessory program (which is part of the default installation of Windows NT).  By selecting fonts combobox, you can obtain a list of all the fonts supported by the printer (make sure you have first selected the Olivetti PR2 printer). The list will contain both True Type fonts and printer fonts.  The built-in printer fonts are denoted by a printer icon.

The Olivetti PR2 supports graphics (which also implies support for True-Type fonts) and the full Windows character set. The resolutions supported are 120x180, 180x180 and 360x180 dpi.

The Windows character set supports international characters, which means that several countries can be supported with a single printer set-up.

The PR2 driver supports positioning vertically at 1/216” and horizontally at 1/120” and it manages also two kind of paper source: Automatic feed and Manual Feed (for the Manual source the user must press the printer button “Station 1” when the light is lit).


Paper size.

A number of sets of paper-size can be selected. For a “User defined size” document a new form must be created by setting Print Server Properties: 
1
Open the Printers folder.

2
On the File menu, click Server Properties.

3
Click the FORM tab to see all of the options, and make your new Form.

To set the new Form as a default document for the printer:

1
Open the Printers folder.

2
Click the Olivetti PR2 printer.

3
On the File menu, click Document Defaults.

4
Click the Page Setup tab to see all of the options, and set the Paper size with the new Form.

Notes:

Changing the printer properties in the Printers folder will change the default settings for all documents you print on this printer. To change these settings for one document, click Page Setup or Print Setup on the File menu in your program.


Components of the Printer Driver.

Olivetti PR2 printer driver package consists of the following components:

PR2.dll
Printer MiniDriver - Converts GDI calls into printer output.

PR2LMON.dll
The Olivetti Language Monitor.

OEMSETUP.inf
Installation file.


Printer Driver Components

The PR2 printer driver is composed of the following files:

RASDD.DLL,RASDDUI.DLL,RASDDUI.HLP (which are part of Win NT), and PR2.dll (the printer-driver specific resource DLL)

All the printer drivers contain RASDD.DLL, RASDDUI.DLL, and RASDDUI.HLP.  RASDD.DLL, RASDDUI.DLL, and RASDDUI.HLP together comprise the Microsoft universal driver for NT. PR2.dll is a resource DLL that  describes the capabilities, commands, and resident fonts of the printer. The Microsoft universal driver converts the resource tables supplied by Olivetti into printer output.


Olivetti Language Monitor

The language monitor allows the spooler to configure and monitor the status of a bi-directional printer.

Using the language monitor, the spooler can request configuration and status information from the printer, and/or the printer can send unsolicited status information to the spooler whenever certain events occur on the printer, such as jams, local state, carter open.
The language monitor is associated with the PR2 printer driver during the driver's installation; all print data that flows from the printer driver to the printer goes through the language monitor before being passed to the port monitor. 

Note that the language monitor never communicates directly with a printer port; it relies on the port monitor to send and receive printer data for it.


Information File

The OEMSETUP.inf file is a formatted reference file that contains information about installation of the Olivetti PR2 printer driver and the Olivetti Language Monitor. The OEMSETUP.inf file enables the PR2 to be installed and to work in the Windows NT environment.


Configuring the PR2 printer


Printer Setup

To configure the PR2, turn off the printer, hold down station 1 and station 2 and power on the printer. Insert Paper and follow the directions printed.  To examine the current configuration, power on the printer with station 2 pressed and insert paper.

The PR2 Printer Models REQUIRE the following printer options:

Configuration Mode

EMULATION:


OLIVETTI

BIT/CHAR


8

PAPER EDGE DETECTION
N

Olivetti Menu

EMULATION


PR2

VERTICAL RESOLUTION
1/216

LINE LENGTH


94

RESET WITH EJECT

Y

The Printer Driver performs all positioning at 1/216” and requires 8 data bits for graphics data. Only Olivetti PR2 emulation is supported.

The Baud rate, Bit/char, Parity and the Stop bit must match the settings configured in the section Ports in Control panel which must have also the Flow Control set with “Xon/Xoff”


INSTALLING PR2 driver


Creating A Local Printer in Printers Folder

You create a printer on the Win NT machine where the printer resides, while the Client machines that want to use the printer, need only to connect.  You perform this step any time you wish to add a new printer.


Select “Add Printer” from the Printers Folder.


Select “My Computer” option.


Select one of the available local ports (e.g. COM1 or COM2)


Select “Have Disk “ and Browse for the PR2 driver directory; pen the OEMSETUP.inf file.


In the “printer” box, select the printer model you want install. (e.g. Olivetti PR2).


Enter a name for the printer.

Click next/finish to create the printer.

The file PR2.dll will be copied under the directory:

\%WINNT%\system32\spool\drivers\w32x86

\%WINNT%\system32\spool\drivers\w32x86\2

The file PR2LMON.dll will be copied under the directory:

\%WINNT%\system32

\%WINNT%\system32\spool\drivers\w32x86

\%WINNT%\system32\spool\drivers\w32x86\2

The files RASDD.dll, RASDDUI.dll and RASDDUI.hlp are already installed on your PC if you have already installed a printer; if not, you can choose from 4 directories depending of the version of service pack you have installed (WinNT40=Workstation version, SP3=service pack 3, SP4=service pack 4, SP5=servicepack 5).

Note: if you want to replace pr2.dll and pr2lmon.dll files you need to close any windows application that could print and stop the Spooler Service using Control Panel – Services.
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