	SPLITTERS 
	
	

	Declaration of conformity 
	
	Screening factor >95 dB 

	EN 500083-class A Impedance 75W Frequency range: 5 – 1000 MHz 
	
	Conection on F connectors Zinc diecast housing Plastic socle 

	Description 
	Type 
	
	5-40 MHz 40-470 MHz 470-862 MHz 862-1000 MHz 

	
	
	Insertion loss IN-OUT 
	<3,5 dB 
	<3,6 dB 
	<4,0 dB 
	<4,3 dB 

	2-way Splitter 
	MK002-A 
	Return loss IN Return loss OUT 
	>16 dB >16 dB 
	>26 dB >20 dB 
	>26 dB >20 dB 
	>24 dB >20 dB 

	
	
	Isolation OUT-OUT 
	>16 dB 
	>26 dB 
	>26 dB 
	>26 dB 

	
	
	Insertion loss IN-OUT 
	<5,5 dB 
	<5,6 dB 
	<6,0 dB 
	<6,2 dB 

	3-way Splitter 
	MK003-A 
	Return loss IN Return loss OUT 
	>16 dB >12 dB 
	>23 dB >20 dB 
	>23 dB >20 dB 
	>23 dB >20 dB 

	
	
	Isolation OUT-OUT 
	>16 dB 
	>23 dB 
	>23 dB 
	>23 dB 

	
	
	Insertion loss IN-OUT 
	<7,0 dB 
	<7,2 dB 
	<7,6 dB 
	<8,0 dB 

	4-way Splitter 
	MK004-A 
	Return loss IN Return loss OUT 
	>16 dB >12 dB 
	>23 dB >20 dB 
	>23 dB >20 dB 
	>23 dB >20 dB 

	
	
	Isolation OUT-OUT 
	>16 dB 
	>23 dB 
	>23 dB 
	>23 dB 

	
	
	Insertion loss IN-OUT 
	<10,0 dB 
	<9,5 dB 
	<10,5 dB 
	<11,0 dB 

	6-way Splitter 
	MK006-AT 
	Return loss IN Return loss OUT 
	>18 dB >18 dB 
	>20 dB >20 dB 
	>20 dB >20 dB 
	>16 dB >16 dB 

	
	
	Isolation OUT-OUT 
	>22 dB 
	>22 dB 
	>22 dB 
	>22 dB 

	
	
	Insertion loss IN-OUT 
	<11,5 dB 
	<11,5 dB 
	<12,0 dB 
	<12,5 dB 

	8-way Splitter 
	MK008-AT 
	Return loss IN Return loss OUT 
	>18 dB >18 dB 
	>20 dB >18 dB 
	>20 dB >15 dB 
	>15 dB >15 dB 

	
	
	Isolation OUT-OUT 
	>22 dB 
	>22 dB 
	>22 dB 
	>22 dB 


	TAPS Declaration of conformity EN 500083-class A Impedance 75W Frequency range: 5 – 1000 MHz 
	
	Screening factor >95 dB Conection on F connectors Zinc diecast housing Plastic socle 

	Description 
	Type 
	5-40 MHz 
	40-470 MHz 
	470-862 MHz 862-1000 MHz 

	
	
	Tap loss 
	8 dB 
	8 dB 
	8 dB 
	8 dB 

	
	
	
	±1,0dB 
	±1,0dB 
	±1,0dB 
	±1,0dB 

	1-way Tap 
	MK1008-A 
	Insertions loss IN-OUT 
	<1,7 dB 
	<1,7 dB 
	<1,9 dB 
	<1,7 dB 

	
	
	Return loss IN 
	>20 dB 
	>26 dB 
	>26 dB 
	>26 dB 

	
	
	Return loss OUT Return loss TAP 
	>15 dB >30 dB 
	>20 dB >25 dB 
	>20 dB >22 dB 
	>20 dB >20 dB 

	
	
	Tap loss 
	10 dB 
	10 dB 
	10 dB 
	10 dB 

	
	
	
	±1,0dB 
	±1,0dB 
	±1,0dB 
	±1,0dB 

	1-way Tap 
	MK1010-A 
	Insertions loss IN-OUT 
	<1,0 dB 
	<1,2 dB 
	<1,5 dB 
	<1,8 dB 

	
	
	Return loss IN 
	>20 dB 
	>26 dB 
	>26 dB 
	>26 dB 

	
	
	Return loss OUT Return loss TAP 
	>15 dB >30 dB 
	>20 dB >25 dB 
	>20 dB >22 dB 
	>20 dB >22 dB 

	
	
	Tap loss 
	12 dB 
	12 dB 
	12 dB 
	12,5 dB 

	
	
	
	±1,0dB 
	±1,0dB 
	±1,0dB 
	±1,0dB 

	1-way Tap 
	MK1012-A 
	Insertions loss IN-OUT 
	<0,7 dB 
	<0,8 dB 
	<1,0dB 
	<1,1 dB 

	
	
	Return loss IN 
	>20 dB 
	>26 dB 
	>26 dB 
	>26 dB 

	
	
	Return loss OUT Return loss TAP 
	>15 dB >30 dB 
	>20 dB >25 dB 
	>20 dB >25 dB 
	>20 dB >25 dB 

	
	
	Tap loss 
	14 dB 
	14 dB 
	14 dB 
	14 dB 

	
	
	
	±1,0dB 
	±1,0dB 
	±1,0dB 
	±1,0dB 

	1-way Tap 
	MK1014-A 
	Insertions loss IN-OUT 
	<0,6 dB 
	<0,6 dB 
	<0,9 dB 
	<1,0 dB 

	
	
	Return loss IN 
	>20 dB 
	>26 dB 
	>26 dB 
	>26 dB 

	
	
	Return loss OUT Return loss TAP 
	>15 dB >30 dB 
	>20 dB >25 dB 
	>20 dB >22 dB 
	>20 dB >22 dB 

	
	
	Tap loss 
	16 dB 
	16 dB 
	16 dB 
	17 dB 

	
	
	
	±1,0dB 
	±1,0dB 
	±1,0dB 
	±1,0dB 

	1-way Tap 
	MK1016-A 
	Insertions loss IN-OUT 
	<0,6 dB 
	<0,6 dB 
	<0,9 dB 
	<1,1 dB 

	
	
	Return loss IN 
	>20 dB 
	>26 dB 
	>26 dB 
	>26 dB 

	
	
	Return loss OUT Return loss TAP 
	>15 dB >26 dB 
	>20 dB >26 dB 
	>20 dB >26 dB 
	>20 dB >24 dB 

	
	
	Tap loss 
	18 dB 
	18 dB 
	18 dB 
	18 dB 

	
	
	
	±1,0dB 
	±1,0dB 
	±1,0dB 
	±1,0dB 

	1-way Tap 
	MK1018-A 
	Insertions loss IN-OUT 
	<0,6 dB 
	<0,5 dB 
	<0,7 dB 
	<0,8 dB 

	
	
	Return loss IN 
	>20 dB 
	>26 dB 
	>26 dB 
	>26 dB 

	
	
	Return loss OUT Return loss TAP 
	>20 dB >30 dB 
	>26 dB >30 dB 
	>26 dB >30 dB 
	>26 dB >25 dB 

	
	
	Tap loss 
	20 dB 
	20 dB 
	20 dB 
	20 dB 

	
	
	
	±1,0dB 
	±1,0dB 
	±1,0dB 
	±1,0dB 

	1-way Tap 
	MK1020-A 
	Insertions loss IN-OUT 
	<0,6 dB 
	<0,7 dB 
	<1,0 dB 
	<1,1 dB 

	
	
	Return loss IN 
	>20 dB 
	>26 dB 
	>26 dB 
	>26 dB 

	
	
	Return loss OUT Return loss TAP 
	>15 dB >30 dB 
	>26 dB >30 dB 
	>26 dB >26 dB 
	>26 dB >25 dB 


	TAPS 
	
	

	Declaration of conformity 
	
	Screening factor >95 dB 

	EN 500083-class A 
	
	Conection on F 

	Impedance 75W 
	
	connectors 

	Frequency range: 5 – 1000 MHz 
	
	Zinc diecast housing Plastic socle 

	Description 
	Type 
	5-40 MHz 
	40-470 MHz 
	470-862 MHz 862-1000 MHz 

	2-way Tap 
	MK2008-A 
	Tap loss IN-TAP Insertions loss IN-OUT Return loss IN Return loss OUT Return loss TAP Return loss TAP-OUT 
	8 dB ±1,0dB <4,0 dB >15 dB >15 dB >26 dB >30 dB 
	8 dB ±1,0dB <4,0 dB >20 dB >20 dB >26 dB >30 dB 
	8 dB ±1,0dB <4,5 dB >20 dB >20 dB >20 dB >30 dB 
	8 dB ±1,0dB <5,0 dB >20 dB >20 dB >20 dB >25 dB 

	2-way Tap 
	MK2010-A 
	Tap loss IN-TAP Insertions loss IN-OUT Return loss IN Return loss OUT Return loss TAP Return loss TAP-OUT 
	10 dB ±1,0dB <2,3 dB >15 dB >15 dB >26 dB >35 dB 
	10 dB ±1,0dB <2,3 dB >26 dB >20 dB >26 dB >40 dB 
	10 dB ±1,0dB <2,6 dB >26 dB >20 dB >26 dB >30 dB 
	10 dB ±1,0dB <2,8 dB >26 dB >20 dB >22 dB >30 dB 

	2-way Tap 
	MK2012-A 
	Tap loss IN-TAP Insertions loss IN-OUT Return loss IN Return loss OUT Return loss TAP Return loss TAP-OUT 
	12 dB ±1,0dB <1,3 dB >15 dB >15 dB >26 dB >40 dB 
	12 dB ±1,0dB <1,4 dB >26 dB >20 dB >26 dB >40 dB 
	12 dB ±1,0dB <1,7 dB >26 dB >20 dB >26 dB >36 dB 
	12 dB ±1,0dB <1,9 dB >26 dB >20 dB >24 dB >34 dB 

	2-way Tap 
	MK2014-A 
	Tap loss IN-TAP Insertions loss IN-OUT Return loss IN Return loss OUT Return loss TAP Return loss TAP-OUT 
	14 dB ±1,0dB <1,0 dB >15 dB >15 dB >26 dB >40 dB 
	14 dB ±1,0dB <1,1 dB >26 dB >20 dB >26 dB >40 dB 
	14 dB ±1,0dB <1,3 dB >26 dB >20 dB >26 dB >36 dB 
	14 dB ±1,0dB <1,4 dB >26 dB >20 dB >22 dB >34 dB 

	2-way Tap 
	MK2016-A 
	Tap loss IN-TAP Insertions loss IN-OUT Return loss IN Return loss OUT Return loss TAP Return loss TAP-OUT 
	16 dB ±1,0dB <1,0 dB >15 dB >15 dB >26 dB >40 dB 
	16 dB ±1,0dB <1,1 dB >20 dB >20 dB >26 dB >40 dB 
	16 dB ±1,0dB <1,5 dB >20 dB >20 dB >26 dB >36 dB 
	16 dB ±1,0dB <1,7 dB >20 dB >20 dB >26 dB >34 dB 

	2-way Tap 
	MK2018-A 
	Tap loss IN-TAP Insertions loss IN-OUT Return loss IN Return loss OUT Return loss TAP Return loss TAP-OUT 
	18 dB ±1,0dB <0,7 dB >15 dB >15 dB >26 dB >40 dB 
	18 dB ±1,0dB <0,8 dB >20 dB >20 dB >26 dB >40 dB 
	18 dB ±1,0dB <1,1 dB >20 dB >20 dB >26 dB >36 dB 
	19 dB ±1,0dB <1,3 dB >20 dB >20 dB >24 dB >34 dB 

	2-way Tap 
	MK2020-A 
	Tap loss IN-TAP Insertions loss IN-OUT Return loss IN Return loss OUT Return loss TAP Return loss TAP-OUT 
	20 dB ±1,0dB <0,7 dB >15 dB >15 dB >26 dB >40 dB 
	20 dB ±1,0dB <0,8 dB >18 dB >20 dB >26 dB >40 dB 
	20 dB ±1,0dB <1,1 dB >20 dB >20 dB >26 dB >36 dB 
	20 dB ±1,0dB <1,3 dB >20 dB >20 dB >24 dB >34 dB 


	TAPS Declaration of conformity EN 500083-class A Impedance 75W Frequency range: 5 – 1000 MHz 
	
	Screening factor >95 dB Conection on F connectors Zinc diecast housing Plastic socle 

	Description 
	Type 
	5-40 MHz 
	40-470 
	470-862 
	862-1000 

	
	
	
	MHz 
	MHz 
	MHz 

	4-way Tap 
	MK4000-A 
	Tap loss IN-TAP 
	O1 
	13,0 dB ±1,0dB 
	
	

	
	
	
	O2 
	13,5 dB ±1,0dB 
	
	

	
	
	
	O3 
	14,5 dB ±1,0dB 
	
	

	
	
	
	O4 
	15,5 dB ±1,0dB 
	
	

	
	
	Insertions loss IN-OUT 
	
	<3,8 dB <4,0 dB 
	<4,5 dB 
	<4,8 dB 

	
	
	Return loss IN 
	
	>15 dB >20 dB 
	>20 dB 
	>20 dB 

	
	
	Return loss OUT 
	
	>15 dB >20 dB 
	>20 dB 
	>20 dB 

	
	
	Return loss TAP 
	
	>26 dB >24 dB 
	>22 dB 
	>20 dB 

	
	
	Return loss TAP-OUT 
	
	>40 dB >36 dB 
	>36 dB 
	>34 dB 

	Description 
	Typ 
	
	
	5-40 MHz 
	40-470 
	470-862 
	862-1000 

	
	
	
	
	
	MHz 
	MHz 
	MHz 

	6-way Tap 
	MK6000-A 
	Tap loss IN-TAP 
	O1 
	13,0 dB ±1,0dB 
	
	

	
	
	
	O2 
	13,5 dB ±1,0dB 
	
	

	
	
	
	O3 
	14,5 dB ±1,0dB 
	
	

	
	
	
	O4 O4 O6 
	15,5 dB ±1,0dB 16,5 dB ±1,0dB 17,5 dB ±1,0dB 
	
	

	
	
	Insertions loss IN-OUT 
	
	<6,0 dB <6,0 dB 
	<6,5 dB 
	<7,0 dB 

	
	
	Return loss IN 
	
	>15 dB >20 dB 
	>20 dB 
	>20 dB 

	
	
	Return loss OUT 
	
	>15 dB >20 dB 
	>20 dB 
	>20 dB 

	
	
	Return loss TAP 
	
	>26 dB >26 dB 
	>26 dB 
	>24 dB 

	
	
	Return loss TAP-OUT 
	
	>40 dB >40 dB 
	>36 dB 
	>34 dB 

	Description 
	Typ 
	
	
	5-40 MHz 
	40-470 
	470-862 
	862-1000 

	
	
	
	
	
	MHz 
	MHz 
	MHz 

	8-way Tap 
	MK8000-A 
	Tap loss IN-TAP 
	O1 
	13,0 dB ±1,0dB 
	
	

	
	
	
	O2 
	14,0 dB ±1,0dB 
	
	

	
	
	
	O3 
	15,0 dB ±1,0dB 
	
	

	
	
	
	O4 
	16,0 dB ±1,0dB 
	
	

	
	
	
	O4 O6 O7 O8 
	17,0 dB ±1,0dB 18,0 dB ±1,0dB 19,0 dB ±1,0dB 20,0 dB ±1,0dB 
	
	

	
	
	Insertions loss IN-OUT 
	
	<7,5 dB <7,5 dB 
	<8,2 dB 
	<9,5 dB 

	
	
	Return loss IN 
	
	>15 dB >20 dB 
	>20 dB 
	>20 dB 

	
	
	Return loss OUT 
	
	>15 dB >20 dB 
	>20 dB 
	>20 dB 

	
	
	Return loss TAP 
	
	>26 dB >26 dB 
	>24 dB 
	>22 dB 

	
	
	Return loss TAP-OUT 
	
	>40 dB >36 dB 
	>34 dB 
	>30 dB 


